
TS-R30B und TS-R 30 I System

The compact RFID  read/write modul for many 
applications in access control, time control or 
industrial automation. For mounting on terminals 
or industrial  PC´s.  

�Contactfree reading and writing of many types of 
125 KHz - tags

� Fast connecting on existing terminals or PC´s      

�High security, as millions of combinations are 
possible

� Easy mounting, because of the small size 

� Variable, customized data protocol 

�Well designed transponders in different colours 
and shapes are deliverable

� The reader TS-R 30 I and TS.R 30 B differ in the 
size of the housing

Kompaktes Transponder Schreib/Lesemodul für 
viele Anwendungen in der Industrieautomation, 
zum Anbau an BDE-Terminals oder Industrie  
PC´s.  

� Kontaktloses Lesen und Beschreiben von 125 KHz 
Transpondern  

� Schnelle Anbindung an bestehende Terminals oder 
PC´s      

�Hohe Sicherheit durch über 16 Mio.Kombinations-
möglichkeiten

� Einfacher Anbau durch kompakte Baugröße 

� Flexibles, kundenspezifisches Protokoll für die 
Datensteuerung

� Formschöne Transponder in verschiedenen Farben 
und Bauformen erhältlich

�Die Reader TS-R 30 I und TS-R 30 B 
unterscheiden sich durch die Gehäusegröße

TS-R30B
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Specifications:

Size:
TS-R 30 I:  80 * 61 * 21mm
TS-R 30 B:    90 * 90 * 20 mm

Reading- distance:
Depending on size of  transponder up to 40mm

Operating temperature: :
-10 °C to 55 °C

Power supply:
8 -12 V DC using RS232-Interface

Interfaces:
Rs232 Interface

Special:
With the RS-232 interface it can be used as a 
transponder writer.

Technische Daten:

Lesekopfgröße: 
TS-R 30 I:  80 * 61 * 21mm
TS-R 30 B:    90 * 90 * 20 mm

Lesedistanzen: 
bis zu 40 mm (abhängig von Transpondergröße)

Betriebstemperatur:
-10 °C bis 55 °C

Spannungsversorgung:
8 -12 V DC  nur bei RS232-Interface

Interface:
Rs232 - Schnittstelle

Sonstiges:
Mit RS-232 Schnittstelle ist der Betrieb als 
Transponder-Schreibstation möglich. 

TS-R30B und TS-R 30 I System

Distributed by:

Type overview:

TS-R30I RS232 Reader system with RS232 Interface

TS-W30I RS232 Read / Write system RS232 Interface

TS-R30B RS232 Reader system with RS232 Interface

TS-W30B Rs232 Read / Write system RS232 Interface

Transponder type overview:

Body Shape -  red, green, blue, yellow

Tear Shape

ISO-Card

Disc transponder 20/30/50 mm diameter
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